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ACCESSORIES FOR MINICYLINDERS SERIES 16 - 23 - 24 - 25

Rod fork end Mod. G Swivel ball joint Mod. GA Piston rod socket joint 
Mod. GY 

Self aligning rod 
Mod. GK 

Coupling piece 
Mod. GKF 

Piston rod lock nut 
Mod. U 

Nose nut Mod. V Rear trunnion bracket 
Mod. I 

Foot mount Mod. B Front/rear flange mount 
Mod. E 

Proximity switches  
Mod. CST

Proximity switches 
Mod. CSH

Proximity switches  
Mod. CSG

All accessories are supplied separately, except for piston rod lock nut Mod. U and nose nut Mod. V

Adapters Mod. S-CST-02

Guides Mod. 45NUT Guides Mod. 45NHT Guides Mod. 45NHB
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Series 23 - 24 - 25 mini-cylinders with rod lock (Mod. RLC)

DIMENSIONS

Series Ø G7D WF L5 L7 XC+ L1+ F (N)

23-24-25 20 8 74 70 94 145 182 300

23-24-25 25 10 76 70 98 152 189,5 400

+ = add the stroke

Rod fork end Mod. G

ISO 8140 
Material: zinc-plated steel.

DIMENSIONS

Mod. Ø CL ER CE B CM ØCK LE KK ØB1

G-8-10 8-10 8 5 16 11 4 4 8 M4x0,7 8

G-12-16 12-16 12 7 24 16 6 6 12 M6x1 10

G-20 20 16 10 32 22 8 8 16 M8x1,25 14

G-25-32 25-32 20 12 40 26 10 10 20 M10x1,25 18
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Swivel ball joint Mod. GA

ISO 8139 
Material: zinc-plated steel.

DIMENSIONS

Mod. Ø ØCN(H7) U EN ER AX CE KK ØT Z SW

GA-8-10 8-10 5 6 8 9 10 27 M4x0.7 9 6.5º 9

GA-12-16 12-16 6 7 9 10 12 30 M6X1 10 6.5º 11

GA-20 20 8 9 12 12 16 36 M8X1.25 12.5 6.5º 14

GA-32 25-32 10 10.5 14 14 20 43 M10X1.25 15 6.5º 17

Piston rod socket joint Mod. GY

ISO 8139 
Material: zama and zinc-plated 
steel.

DIMENSIONS

Mod. Ø Z E SW ØT ØD ØC ØB KK L3 SW1 L1 L CE AX L2

GY-12-16 12-16 15 6 11 10 13 20 10 M6X1 11 8 12,2 55 28 15 5

GY-20 20 15 8 14 12,5 16 24 12 M8X1,25 12 10 16 65 32 16 5

GY-32 25-32 15 10 17 15 19 28 14 M10X1,25 15 11 19,5 74 35 18 6,5

Self aligning rod Mod. GK

Material: zinc-plated steel.

DIMENSIONS

Mod. Ø H I Z ØA KK E L L3 L4 L1 B1 SW2 SW1 AX SW ØD

GK-12-16 12-16 14.5 13 3 6 M6x1 1 35 11 2.5 17.5 4 10 5 12.5 7 8.5

GK-20 20 19 17 4 8 M8x1,25 2 57 21 5 26 4 13 7 16 11 12.5

GK-25-32 25-32 32 30 4 14 M10x1,25 2 71.5 20 7.5 35 5 17 12 22 19 22


